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Optimising resources:
Hako-Fleet-Management

view.X

supports economically 

effi cient utilisation and 

management of your fl eet. 

All evaluations are available 

online 24/7, and are easy to 

retrieve thanks to the tool’s 

intuitive user interface.

view.X.live

contains all data and informa-

tion recorded by view.X. In 

addition, all operation-relevant 

data of your fl eet of machines 

is transmitted “live” and then 

visually processed in the web 

portal. This information can 

be used as a performance 

record for clients.

entry.X

is our optional electronic 

machine access authorisation 

system which enables fl eet 

managers to set up access 

accounts for authorised 

users only.

data.X

is an interface for authorised 

third-party suppliers of 

telemetric systems allowing 

local access to raw operating 

data directly at the machine.

The larger the number of machines in your fl eet, the more important it is to have a 

good overview of all relevant key data. With Hako-Fleet-Management, Hako offers 

fl eet managers a digital solution for keeping their fl eet of machines reliably under 

control – accessible around the clock and on all web-based systems. To ensure 

optimised operation of your fl eet, Hako-Fleet-Management consists of four modules 

that can be individually combined with each other:
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Technical data

Form, colour and design of our products are subject to change in favour of further technical development. 

Pictures may show optional equipment.

Outer width
1210 – 1375

Track width
975 – 1055

Technical data basic unit Citymaster 1650

Engine and drive Engine • water-cooled 4-cylinder industrial diesel engine with 1,952 ccm
•  exhaust gas turbocharging + charge air cooling, particle fi lter, output 55 kW at 2,700 rpm
• common-rail direct fuel injection, tank capacity 50 l
•  engine comes below the threshold value according to exhaust directive 2016 / 1628 / EC Stage V

Road approval • EU type approval basic unit as a tractor (LoF)

Drive •  traction- and energy-effi cient optimized hydrostatic drive with permanent all-wheel drive
•  drive control system with automatic load regulation in transport mode, 2-speed 

automatic transmission
•  3-level fi xed rpm in work travel mode 

(1,600 rpm [ECO] – 2,000 rpm [Standard] – 2,400 rpm [MAX])

Hydraulics •  load-sensing high pressure hydraulics with variable power distribution for rotatory consumers
•  circuit 1 (front) 0-50/0-70 l/min @ 255 bar
•  circuit 2 (rear) 0-20/25/30 I/min @ 195 bar
•  2 hydraulic circuits at the front, 1 hydraulic circuit at the back

Driving and working 
characteristics

Speed •  driving speed automotive 0 – 40 km/h
•  work travel hydrostatic 0 – 24 km/h
•  reverse 0 – 12 km/h

Steering and chassis •  hydraulic 4-wheel chassis with articulated steering, steering angle 45°
•  robust articulated joint with maintenance-free PTFE-coated bearings
•  trailing-arm-guided, suspended front and rear axles, coil springs and hydraulic 

shock absorbers
•  stabilizer at the rear axle

Brake system •  hydrostatic brake acting on all four wheels, disc brake at the front with load-dependent 
support via drive control acting on both axles

•  electrically activated multi-disc stop brake at the rear axle

Tyres •  225/70 R15C (M+S road tyres standard)
•  255/65 R16C (M+S universal tyres § 35 StVO)
•  320/55-15 (lawn tyres)

Cabin •  1-seater comfort cabin with comfort driver’s seat and operating panel integrated 
in the armrest 

•  central display showing all the machine’s functions, adjustable steering column
•  hot-water heating and optional air conditioning
•  framed doors with sliding windows
•  folding exterior mirrors, adjustable from the inside

Load data Dead weights 2,035 kg (implement carrier), 2,550 kg (sweeper)

Permissible values total weight 3,500 kg, axle load 1,700/2,400 kg (front/rear)

Dimensions H/W/L basic unit: 1,970 mm x 1,210 x 3,830 mm (standard tyres, without tow bar)
Sweeper: 1,970 mm x 1,210 x 4,510/5,170 mm (standard tyres 2B/3B)

Wheelbase 1,600 mm

Track width 975–1,055 mm

Inner turning radius 1,290 mm
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Blue Competence is an initiative of VDMA 
(www.vdma.org). By engaging in this part-
nership, we are committed to comply with 
the twelve sustainability principles applied 
in the fi eld of mechanical and system engi-
neering (www.bluecompetence.net/about).

 

Hako GmbH 
Head Offi ce
Hamburger Str. 209-239
23843 Bad Oldesloe
Phone +49 (0) 45 31- 806 0
info@hako.com
www.hako.com

Seasons – adapt 

your rental payments 

to your seasonal 

earnings.

Rental contract 

ALL-IN-plus – fi nancing, 

maintenance and 

insurance included!

Leasing options – 

perfectly adapted to 

meet individual 

customer requirements.

Hire purchase – 

customised monthly 

payments in line 

with your liquidity.

Excellent services
Full availability, full security

Permanent machine availability, minimal downtimes, and maximum economic effi ciency: 

Thanks to both our close-knit sales & service network with 650 service technicians available 

around the clock all across Europe and our effi cient spare part delivery service, plus our 

digital service solutions such as QR service codes attached to each of Hako’s machines. 

Attractive fi nancing alternatives

We offer you a complete package of effi cient machines and excellent services at fi xed, 

calculable costs over the entire service life of your machines, perfectly adapted to meet 

your individual requirements and maintain a maximum of fl exibility.
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Cleanliness meets safety:

Our machines meet even 

the highest standards.
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