
Product code

Twwww*tttt BA80

Twwww*ttttJ BA80

Twwww*ttttA BA80

Rwwww*tttt BA80

Rwwww*ttttJ BA80

Rwwww*ttttA BA80

Rwwww*ttttZ BA80

Pwwww*tttt BA80

Pwwww*ttttJ BA80

Pwwww*ttttA BA80

Pwwww*ttttZ BA80

Zwwww*tttt*xxx*llll BA80

Wwwww*tttt*xxx*llll BA80

Kwwww*tttt*xxx*llll BA80

Single or multi-layer foil is used to make a protective layer that protects materials, devices, furniture, 

mattresses, etc. against dirt, moisture and damage. Manufactured products are widely used, among 

others as printing foils, packaging foils, e.g. courier envelopes.

PCR 80% PF 
Post-consumer regranulate 80% PCR packaging film

Product
Foil in the form of a tape, sleeve, half-sleeve, overlap, bag or hood. A product of different size, 

thickness and color, with a content of certified post-consumer regranulate not less than 80% PCR. The 

products are certified by Blue Angel.

Blue Angel

Number: 413 Date of issue: 17.03.2022

Version: 3 Revision date: 06.06.2023

Identifier: ST_EN_413_3 Assortment: PCR

Changes: Adding new requirements

Size:

- width (from 130 mm to 3000 mm)

- foil thickness (from 0,015 mm to 0,3 mm)

- weight (from 14 g/m2 to 278 g/m2)

Product code legend:

T – tape/film

R – sleeve film

P - half-sleeve film

W – bag film

Z – overlap film

K – hood film

J - ionized film

A - printed film

BA - Blue Angel film

wwww - width film

tttt - thickness film

xxx - width overlap film

llll - length film

80 - PCR %

Products description

Products type

      (T) tape/film                   (R) Sleeve                     (P) Half-sleeve               (R) Sleeve with overlap             (W) Bag and (K) Hood

Main polymer LDPE, HDPE, PP

PRODUCT CODE

Post-consumer LDPE regranulate certified by EuCertPlast or RecyClass. Additives and dyes improving 

the properties of the foil depending on the specificity of the product.
Material

Aplikacation
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Pallets with the finished product should be stored under a roof, protected against solar radiation and precipitation. Store the product in its original packaging at the 

temperature of 0-30°C and relative humidity of approx. 45-70%. Store pallets on a flat surface, away from harmful and odorous substances, do not allow them to fall over. 

It is recommended to process the film at a temperature of 10-30°C. Before use, the product should be seasoned for min. 24 hours at room temperature.

TRANSPORT AND STORAGE CONDITIONS

OVERPRINT AND COLOR

Description

The produced films can be marked with an overprint informing about the type of raw material from which the packaging was 

made, they can also contain safety information or an individual print pattern. Depending on the requirements of the product, 

dyes are used in production, which give the color of the foil, e.g. black, white, blue or other desired color.

An example of a two-color foil

PACKAGING

Description

Rolls with foil stacked horizontally on foil-lined pallets, secured before moving by tape, stretch film, spacer and/or wedge. 

The customer is familiar with the above product leaflet and its requirements. The introduction of any changes to the arrangements must be approved and supported in writing by both parties. The document is the property of 

Foliarex SP. z o.o. It is forbidden to distribute or copy the document.

white color

black color

spacers and wedges

PP tape

PP tapestrech

strech
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