[image: image1.wmf]

	Annex 1 to the contract according to DE-UZ 220

Eco-label for "Telephone systems and corded Voice over IP telephones".
	
	Please use

this form !




Manufacturer (signatory):
     

     

     
Placer on the market (sign user):
     

     

     
Brand/trade name:
     
Type designation:
     
 FORMCHECKBOX 
    Telephone system
 FORMCHECKBOX 
     corded Voice over IP telephones 

 FORMCHECKBOX 
     Combination of telephone system and Voice over IP telephone
	Section
	Declarations/evidence for DE-UZ 220
	yes
	no

	2
	Description of the device

	
	VoIP telephone:

The telephone uses IP technology for audio signal transmission.

The telephone is connected via Ethernet.

The telephone does not work according to the ISDN standard or 

it transmits the audio signal using analogue technology.

The telephone does not contain a transmission path that complies with the DECT standard.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	Telephone system:

The telephone system can connect       up to       subscriber.

The telephone system is explicitly not a router with telephone system function (excluded from the scope of application).
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	3.1

3.1.1
	Energy efficiency

Power consumption and energy consumption

	
	The requirements as described in point 3.3.1 are met.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	The amount of power consumption in idle mode (PIdle Mode) and the annual energy consumption in idle mode (standby mode) as well as the calculated maximum power consumption for the device to be certified is enclosed with the application.
	 FORMCHECKBOX 

Annex 2
	 FORMCHECKBOX 


	
	The test certificate according to DIN EN ISO/IEC 17025 is enclosed.
	 FORMCHECKBOX 

Annex 3
	 FORMCHECKBOX 



	
	The measurements were carried out according to the formulas in 3.1.1
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	The measurements were carried out in accordance with the requirements in Appendix A to this award specification.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	The VoIP phone may be labelled with the ENERGY STAR
	 FORMCHECKBOX 

Annex 3
	 FORMCHECKBOX 


	3.1.2.
	Information criterion

	
	A clear presentation (table) regarding the respective power consumption of the unit or all units is enclosed with the application.
	 FORMCHECKBOX 

Annex 4
 FORMCHECKBOX 

Annex 2
	 FORMCHECKBOX 



	
	The measurements were carried out in accordance with the requirements in Appendix A to this award specification.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

Annex 5

	3.1.3 
	Power management for VoIP devices

	
	The unit has optimal energy efficiency control (power management) in every operating state.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

Annex 6

	
	The requirements for optimum energy efficiency control specified in point 3.1.3 have been met.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	The requirements for the factory settings of the energy-relevant functions specified in point 3.1.3 have been met.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	The requirements for the brightness of the display specified in item 3.1.3 have been met.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	The most energy-efficient setting is marked in the user information.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	The user information on the setting functions of the energy efficiency control is attached as Appendix 7.
	 FORMCHECKBOX 

Annex 7
	 FORMCHECKBOX 



	Section
	Declarations/evidence for DE-UZ 220
	yes
	no

	3.1.4
	Power supply units

	
	VoIP telephone:

VoIP telephone equipment is powered via Power-over-Ethernet, i.e. it functions without an external power supply unit.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	Telephone system:
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	Minimum value for power supply efficiency at 230 V AC voltage
Minimum value for power factor correction (PFC) for power supplies
Load condition in percent 

to the nominal power
20%

50%

100%

50%

Non-redundant power supply unit with rated power ≥ 150 Watt
     
     
     
     
Redundant power supply unit with Rated power ≥ 150 Watt
     
     
     
     
Internal or external power supply unit 

with nominal power < 150 Watt
-

     
-

-



	
	 FORMCHECKBOX 
 The test report according to DIN EN ISO/IEC 17025 is enclosed.
 FORMCHECKBOX 
 The test protocol for the verification of an 80 PLUS Gold (230 V) time certification is enclosed.
	 FORMCHECKBOX 

Annex 8
	 FORMCHECKBOX 



	3.2

3.2.1
	Requirement for resource conservation, durability and compatibility

Protocols

	
	The telephone system supports the Session Initiation Protocol (SIP) and/or H.323 protocol.
	 FORMCHECKBOX 

	 FORMCHECKBOX 
 
Annex 9

	3.2.2
	Expansion capability

	
	VoIP telephone:

Possibilities for software update and basic function extension are given.

The customer is informed about this in the user information.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	Telephone system:

The telephone system (<20 subscribers) can be expanded to include additional subscribers.
	 FORMCHECKBOX 

Annex 10
	 FORMCHECKBOX 


	3.2.3
	Repairability, provision of spare parts and security updates
	
	

	
	The telephone systems are constructed in such a way that they can be repaired by simply replacing individual non-functional modules (e.g. printed circuit boards).
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	The spare parts and infrastructure required for the repairs are guaranteed for at least 6 years after the product is discontinued.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	For the use of the devices in accordance with the manufacturer's security guidelines, the necessary closure of security gaps through software updates must be provided for at least 6 years from the date of the manufacturer's product discontinuation, even in the event of changes to transmission interfaces or similar.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	The customer will be informed of this in the product documentation.
	 FORMCHECKBOX 

Annex 11
	 FORMCHECKBOX 



	Section
	Declarations/evidence for DE-UZ 220
	yes
	no

	3.2.4
	Taking back the equipment and reuse

	
	The appliances are taken back after use and given priority for reuse or recycling within the meaning of the ElektroG if they cannot be reused.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	User data is completely deleted for data protection reasons
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	Reused equipment is clearly marked as used equipment
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	The recycling strategy developed for the product is enclosed with the documentation.
	 FORMCHECKBOX 

Annex 12
	 FORMCHECKBOX 


	
	The concrete measures of data deletion according to this guideline is attached to the documents.
	 FORMCHECKBOX 

Annex 12
	 FORMCHECKBOX 


	
	The customer will be informed of this in the product documentation.
	 FORMCHECKBOX 

Annex 13
	 FORMCHECKBOX 


	3.2.5
	Recyclable construction

	
	The product is designed to be easily dismantled for recycling purposes so that casing plastics and metals can be separated as fractions from materials of other functional units and recycled where possible.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	The product is designed in such a way that disassembly in a specialist workshop is supported by an intelligently designed connection construction or can be carried out with common tools.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	Specialist companies that have been commissioned to recycle the appliances receive information for dismantling the appliances.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	The recycling strategy developed for the telephone is enclosed as part of the documentation.
	 FORMCHECKBOX 

Annex 12
	 FORMCHECKBOX 


	
	The Recycling Strategy is published on the Internet. 

The recycling strategy was published at the address
http://      
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	3.3

3.3.1
	Material requirements

Material requirements for the plastics of the enclosures and enclosure parts

	
	The requirements according to section 3.1.1. are met
	 FORMCHECKBOX 


	 FORMCHECKBOX 


	
	The manufacturer's declaration on the plastic materials used for the enclosure or enclosure parts are enclosed with the application.
	 FORMCHECKBOX 

Annex P-M
	 FORMCHECKBOX 


	
	The list of housing plastics used > 10 grams is enclosed with the application.
	 FORMCHECKBOX 

Annex P-L
	 FORMCHECKBOX 


	3.3.2
	nformation on plastic post-consumer recycled content for enclosures and enclosure parts

	
	x% PCR material is used in the unit
      % (please indicate in intervals of 0-1, 1-5, 5-10 % etc. specify)

The housing parts are made of the following polymer:      
	
	


	Section
	Declarations/evidence for DE-UZ 220
	yes
	no

	3.3.3.
	Display

	
	The backlight of the display does not contain mercury
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	The liquid crystal mixtures fulfil the criteria 3.3.1
	 FORMCHECKBOX 

Annex 14
	 FORMCHECKBOX 


	3.3.4
	Systems with biocide silver

	
	The use of systems with biocidal silver ions is excluded.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	3.3.5
	Circuit boards

	
	No chlorinated paraffins are added to the substrate material of the circuit boards.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	3.3.6
	Electronic components

	
	The electronic components do not contain beryllium or beryllium compounds.
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	3.3.7
	Sales and shipping packaging

	
	The sales and shipping packaging consists of more than

90 % by weight of paper or cardboard of which 70±5 % is made from recycled fibres.
	 FORMCHECKBOX 

Annex 15
	 FORMCHECKBOX 


	3.4

3.4.1
	Further

Voice quality

	
	To ensure good voice quality, the 

quality standards are obligatory for all device classes, unless

 otherwise specified, are complied with
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	3.4.2 
	Data security

	
	VoIP telephones: 

For transmission security, the following standards are provided to the devices or equivalent standards are used:

- Encryption of the voice channel: SRTP (key length ≥ 128 bit).

- Encryption of the signalling channel: TLS 1.2 (2008) or 1.3 (2018)

-Secure key exchange between end device and telephone system (Perfect Foreward Secrecy, PFS).
	 FORMCHECKBOX 

	 FORMCHECKBOX 

Annex 16

	
	Telephone system with VoIP functions: 

- The web interface access is controlled via HTTPS.

- On the SIP subscriber side, signalling and speech are encrypted
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	3.4.3
	Quality/comfort requirements

	
	Telephone system:

The telephone system can be put into operation as easily as possible. The owner of the telephone system can transfer full administration of the telephone system at any time as desired.

Access to the telephone functions by computer systems for integration into Unified Communications must be made possible by supporting common interfaces. Mobile terminals are given access to the telephone system and can be integrated into call sequences.
	 FORMCHECKBOX 

Annex 17
	 FORMCHECKBOX 


	
	VoIP telephones: 

VoIP telephones can be put into operation as easily as possible. For this purpose, the devices must be programmable via an administration interface (e.g. remote configuration via browser access) or support the automatic negotiation of IP addresses with the router (DHCP protocol).  
	 FORMCHECKBOX 
 
Annex 17
	 FORMCHECKBOX 



	Section
	Declarations/evidence for DE-UZ 220
	yes
	no

	3.4.4
	Information requirements

	
	Understandable product information must be made available for download free of charge on the Internet for the period from the market launch of the device until at least 6 years after product discontinuation, and must optionally be enclosed with the product in printed form (made of at least 70% ± 5% recycled paper).
	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	The information is published on a freely accessible website that can be easily reached via the manufacturer's homepage.

The product information was published at the address
http://      
	 FORMCHECKBOX 
 

	 FORMCHECKBOX 


	
	Corresponding pages of the product documentation that have not yet been submitted as evidence for other criteria
	 FORMCHECKBOX 
 
Annex 18
	 FORMCHECKBOX 
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