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	DE-UZ 222 – Edition January 2022
	Particle separators for firewood single room heating appliances
	

	
	
	
	



Company details

	Company name:
	[bookmark: Text30][bookmark: _GoBack]     

	Full address:
	[bookmark: Text31]     

	
	     

	
	     



Product details

	Trade name of the product:
	     

	
	

	Further emission-reducing components (in addition to the particle separator) are used in an assembly:

	     

	

	Prescribed installation site:

	     





Mark for which hand-fed log furnaces the particle separator is intended:
	[bookmark: Kontrollkästchen109]|_|
	Slow heat release appliances according to EN 15250 or EN 16510-2-5 with a thermal storage capacity of up to 260 MJ

	[bookmark: Kontrollkästchen88]|_|
	Masonry stoves according to ZVSHK TROL with a thermal storage capacity of up to 260 MJ

	[bookmark: Kontrollkästchen89]|_|
	Free-standing, single-room heating appliance with an enclosed firebox door according to EN 13240 or EN 16510-2-1 (stoves)

	[bookmark: Kontrollkästchen108]|_|
	Inset appliances according to EN 13229 or EN 16510-2-2

	[bookmark: Kontrollkästchen90]|_|
	Wood-burning cookers according to EN 12815 or EN 16510-2-3





	We hereby declare compliance with all requirement according to section 3 of the award criteria DE-UZ 222 (January 2022 edition).
	[bookmark: Kontrollkästchen110]|_|







Further declarations

The operating instructions/Quick User Guide are/will be published on the website:
	[bookmark: Text32]     


   
	[bookmark: Kontrollkästchen111]|_|
	The test report incl. photo documentation (requirement 3.1) is provided.

	|_|
	The declaration of the inspection body (Annex 2, requirement 3.1) is provided.

	|_|
	The primary measurement data of the emission test were saved on a data carrier and will be made available upon request.

	[bookmark: Kontrollkästchen112]|_|
	The building inspection proof of use (Annex 3, requirement 3.2) is provided.

	|_|
	The declaration on the availability display (Annex 4, requirement 3.4) is provided.



Behavior in case of malfunction (requirement 3.5).Please describe the type of warning:
	     

	

	Cleaning is described in the operating instructions on page:

	     



	|_|
	The recycling strategy (Annex 5, requirement 3.8.2) is provided. 

	The recycling strategy is published on the following website:

	     

	
	

	The packaging plastics are marked as follows (requirement 3.9):

	     



In addition, the following documents must be provided:
· Installation instructions
· Commissioning instructions
· Quick User Guide
· Operating instructions
· Photo of the particle separator or the assembly unit

Please upload all documents to the Web-Portal..
By uploading this document in the Web-Portal, the declarations are legally binding even without signature and stamp.
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