	Annex to the Contract pursuant to RAL-UZ 111
Blue Angel Eco-Label for 
“Wood Pellet Stoves“
	
	Please use this 

form !




Distributor (Applicant):
     

     

     
Brand / Trade name:
     

     

     
Type designation: 

     

     

     
Nominal heat output or
     
range of nominal heat output in kW:

Annexes

· Test report according to Appendix 1 to the Basic Criteria RAL-UZ 111
· Setting and Operating Instructions 

· Attachment to the Operating Instructions 

Applicant’s Statement 

It is hereby stated  


that, for the purpose of a permanently efficient and low-emission operation of the system, 
specific services are offered in selection, dimensioning and installation of the system 
as well as during the operation of the system, including the following:

· Technical training for fitters and sales personnel.

· Advice and offer for the installation of a buffer tank.
· Advice on the installation of the exhaust gas equipment.
· Submission of an offer for the initial operation of the heat-generating equipment by 

the manufacturer and explanation of the parameters for an efficient low-emission 
combustion as well as system control (customer training).

· Offer for maintenance services available during regular service hours.

· Offer for an annual checking and maintenance of the system.

· Availability of equivalent spare parts for at least 10 years following the placing on the

market.


that 

the consumer is informed about fuel quality requirements, current standards and quality 

assurance systems as well as about the fact that wood-pellet firing systems in private 

households may only be fired by use of wood pellets, preferably those meeting the 

requirements of DIN EN 14961‑2 (Grade A1), ENplus (Grade A1) or DINplus. 

the following principles for “designing recyclable technical products” are observed 
(Appendix 4 to the Basic Criteria) unless there is compelling technical reason to the contrary:

· Avoidance of non-separable material connections between different materials
· Avoidance of composite materials 
· Easy detachability of modules – also for the purpose of easy repair
· Reduction of the variety of materials  


and that
· plastic product components greater than 50 grams in weight are marked with a 

symbol or abbreviated term according to DIN EN ISO 1043-1 or  DIN ISO 1629 

(rubber) or DIN ISO 2076 (chemical fibers) and that plastics do not contain 


heavy metals, phthalates or halogenated flame retardants;


and that

an efficient speed-controlled circulating pump is used if the system is marketed

with an integrated circulating pump - and that the efficiency of this pump meets the 


requirements for external circulating pumps in efficiency class A.

Place:
     
Applicant:



(legally binding signature and 
Date:
     
 company stamp)

� 	This Annex is to be completed for each different type designation.
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