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	Annex 1 to the Contract pursuant to  RAL-UZ 129
Environmental Label for 

„Low-Noise and Low-Emission Garden Tools“
	
	Please use this 
form !




Distributor (Applicant):
     

     

     
Manufacturer:
     

     

     
Type of equipment:
     
Brand / trade name:
     
Type designation
:
     
Nominal power consumption (W):
     
Blade rotation (r/min):
     
Declared sound power level LWAd (see 3.1.1):
      dB(A)

Exhaust emissions of combustion engines

CO 
= 
      grams/kWh


NOx
= 
      grams/kWh


HC+NOx
= 
      grams/kWh

Applicant’s Statement
It is hereby stated that
· the Operating Instructions include a note instructing the user to always wear ear protection if the sound power level at the workplace exceeds 80 dB (A);

· on combustion-engine-driven garden tools the factory settings of the engines’ fuel mixing technology for compliance with the exhaust emission limits are permanently retained, for instance, by installation of a sealing, and possible manufacturer-installed adjusting ranges are blocked in a way that precludes any change during operation;

· new combustion-engine-driven garden tools are sold along with filling systems for the fuel tank and, if the occasion arises, for the reservoir of additional operating fluids (e.g. oil), which make sure that fuelling the engine and the supply with additional operating fluids can be done without leakage losses;

· the plastic parts of the appliances weighing more than 50 grams are marked pursuant to ISO 11469;

· battery-powered appliances meet the requirements set forth in the Battery Directive;

· product documentations enclosed with the product are printed on chlorine-free bleached paper (virgin fibres or recycled paper).

· the Operating Instructions inform the user that the appliances may not be subjected to modifications which would lead to an increase in noise or exhaust emissions;

· the Operating Instructions for power chain saws include a note advising the user to use readily biodegradable chain lubricants for power chain saws according to RAL-UZ 48.

Attachements
· Test report according to para. 4.1 of RAL-UZ 129
· Test report according to para. 4.2 of RAL-UZ 129 
· Compliance verification according to para. 4.4 of RAL-UZ 129
· Fully completed Annex 2a to the Contract pursuant to RAL-UZ 129

· Fully completed Annex 2b to the Contract pursuant to RAL-UZ 129

· Test certificate according to para. 4.5 of RAL-UZ 129 with respect to PAHs in the handle materials
· Operating Instructions
Place:

     
Applicant:




(signature of authorized representative
Date:
     
 and company stamp)
� One Annex is to be completed for each type designation.
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