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	Annex 1 to the contract pursuant to RAL-UZ 136

Environmental Label for Coffee Machines 
for Household Use
	
	Please use this
printed form
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	Section
	Declarations/compliance verifications for coffee machines

	Yes
	No

	2
	The application for the environmental label is for the following type of machine:

Fully automatic coffee machine
Portafilter coffee machine (semi-automatic)
Pod coffee machine
Filter coffee machine

	

|_|
|_|
|_|
|_|

	

|_|
|_|
|_|
|_|


	3.1
	Power consumption
The following is valid for fully automatic, portafilter and pod coffee machines:
● The machine possesses an auto-off function ("automatic switch-off", "energy-saving mode" or similar) that automatically switches it after a set period of time from ready-to-use warming mode into standby mode or off mode. 
	
|_|

	
|_|


	
	● The factory setting for the preset time until the automatic switch-off function is triggered (max. 30 minutes for fully automatic and portafilter coffee machines, or a max. 15 minutes for pod coffee machines) is       minutes.
● The programmable time that can be set by the user until the automatic switch-off function is triggered (max. 120 minutes for fully automatic and portafilter coffee machines, or a max. 30 minutes for pod coffee machines) is       minutes.
● It is not possible for the switch-off function to be deactivated by the user or any other function. 
● The power consumption in standby (or sleep) mode after the automatic switch-off function has been triggered (max. 0.3 W) is       W.
● The machine has a mains power switch that is easily accessible for the 
consumer.
The power consumption in off mode (0.0 W) is       W.
● The absolute energy requirement for a 100 minute coffee period in accordance with the EN 60661 standard (max. 50 Wh) is       Wh.
	






|_|



|_|

	






|_|



|_|




	
	The power consumption in standby mode, the settable delay time for the automatic switch-off function and the absolute energy requirement for a 100 minute coffee period in accordance with EN 60661 are noted in the product documentation.
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	|_|

	|_|


	
	The test report on the delay times, power consumption values and absolute energy requirement are enclosed with the application.
Annex 2
The following is valid for filter coffee machines:
● The power consumption after a successful brewing process (as soon as no more water is located in the supply container) and a subsequent delay time lasting a maximum of 1 minute (max. 0.3 W) is       W.
● The machine has a mains power switch that is easily accessible for the 
consumer.
● The power consumption in standby mode (max. 0.3 W) is       W.
● The machine has a timer function.
The power consumption when the timer function is active 
(max. 0.5 W) is       W.
The power consumption in the different operating modes is noted in the product documentation.
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The test report for the power consumption values is enclosed with the application.
Annex 2
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	3.2
	Plastics used in the housing, housing parts, water container and collection container
The applicant declares compliance with the plastic requirements according to Paragraph 3.2.
	
|_|

	
|_|

	
	The manufacturer's declaration about the plastic materials is enclosed with the application.
Annex P-M (printed form)
	|_|

	|_|


	
	The list of which plastics are used in the housing for parts with a mass ≥ 25 grams is enclosed with the application.
Annex P-L25 (printed form)
	|_|


	|_|


	3.3
	[bookmark: _Toc229542117][bookmark: _Toc229548919][bookmark: _Toc232862410]Metal parts in contact with water and milk
In the preparation of coffee and milk (foam), no nickel or lead is released that results in a concentration of more than 10 micrograms of lead per litre of water and 50 micrograms of nickel per litre of test water.
The lead content measured in accordance with the stated testing guidelines is       µg/l.
The nickel content measured in accordance with the stated testing guidelines is       µg/l.
	

|_|





	

|_|





	
	The test report from a testing institution accredited in accordance with DIN EN ISO/IEC 17025 is enclosed with the application.
Annex 4
	|_|


	|_|



	3.4
	Durability
The following is valid for fully automatic and portafilter coffee machines:
The provision of spare parts for the repair of the machines is guaranteed during ongoing production and for at least 10 years following the termination of production. 

The following is valid for pod coffee machines and filter coffee machines:
The provision of spare parts for the repair of the machines is guaranteed during ongoing production and for at least 5 years following the termination of production. 
	

|_|






|_|
	

|_|






|_|

	
	The product documentation contains information on the stated 
requirements.
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	3.5
	Fitness for use
The following is valid for all coffee machines:
● The machine has a calcification indicator.
The product documentation contains a description of how to carry out the decalcification process.
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In the case of insulated jugs that are used with the machine, the following is valid:
● The coffee in the insulated jug exhibits a temperature difference ΔTA of max. 8 K after 60 minutes.
The temperature difference is       K.
	

|_|

|_|





|_|
	

|_|

|_|





|_|

	
	The test report in accordance with the measurement guidelines in Supplement 1 is enclosed. 
 Annex 5
	|_|
	|_|

	3.6

	Recyclable design
The applicant declares compliance with the requirements according to Paragraph 3.6.
Instructions for dismantling the appliance for those handling old appliances is enclosed with the application. 
 Annex 6
	
|_|

|_|
	
|_|

|_|

	3.7
	Consumer information 
The documentation included with the machines contains both the 
technical specifications and also environmentally-relevant consumer 
information:
1. In the case of fully automatic, portafilter and pod coffee machines, the power consumption in the different operating modes and the absolute energy requirement for a 100 minute coffee period are stated in accordance with the EN 60661 standard.
2. Description of the cleaning and decalcification processes.
3. Description of the energy-saving functions e.g. functionality and 
setting of the automatic switch-off function.
4. Information on the environmentally-friendly disposal of coffee packagings (e.g. coffee grounds as biowaste, outer packaging using the dual system).
5. Information on the specialist disposal of the machines.
The above-mentioned information is also published on a freely accessible website, which is linked via the manufacturer's website.
The address for this website is stated in the consumer information. 
The product documentation contains information on the stated
requirements.
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Annexes to the contract pursuant to RAL-UZ 136
Please use this printed form of Annex 1 to the Contract pursuant to RAL-UZ 136.

Please attach the following Annexes 2 to 6 to the application documentation:
Annex 2:			Test report (Paragraph 3.1)
Annex 3: 			Product documentation (operating instructions, consumer information)
Annex P-M (printed form):	Manufacturer's declaration on the plastics requirements (Paragraph 3.2)
Annex P-L25 (printed form):	List of the housing plastics (Paragraph 3.2)
Annex 4:			Test report for the lead and nickel content (Paragraph 3.3)
Annex 5:		Measurement report on the temperature difference for insulated jugs (Paragraph 3.5)
Annex 6:			Instructions for dismantling the machines (Paragraph 3.6)
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